
BARNIER ® 2960

PE cover film

DESCRIPTION

PE cover film non adhesive with thickness of 30 µm with good resistance to tearing.
This PE film is transparent.

APPLICATIONS

Covering surfaces indoors and outdoors.
To protect doors and Windows.

PRODUCT BENEFITS

lightweight
good resistance to tearing
easy to unroll

TECHNICAL PROPERTIES

Note:

***This will be taken from the core product for the SAP Material Group***

STANDARD PRESENTATIONS

Colours: transparent
Width: 2m
Roll Length: 100m

RECOMMENDATIONS

The rolls should be stored Under temperate conditions.
www.scapaindustrial.com                      Product Code: 2960

This Technical Data Sheet (TDS) is provided by Scapa for information only. The contents of this TDS are considered to be reliable but accuracy is not guaranteed. The results shown in
this TDS may not be relevant to all users of the product and it is the user’s responsibility to determine the suitability of the product for its intended purpose. Scapa expressly disclaims
all express or implied warranties including merchantability and fitness for a particular purpose to the fullest extent permitted by law and does not accept responsibility or liability
(whether direct, indirect, or consequential) arising from use of the product or reliance on the TDS. Scapa does not exclude liability for death or personal injury arising from its negligence or
fraud. Scapa refers to Scapa Group plc and its subsidiaries.
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